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- 1.0 INTRODUCTION AND SUMMARY 

This report provides an evaluation of treatment alternatives for stormwater discharge from 
Ponds A-4, B-5 and C-2 Treatment systems are requved to assure compliance with the 

discharge cntena imposed by the Colorado Department of Health (CDH) These systems 
will replace the temporary systems presently being used for treatment of bscharges from 

Ponds A-4, B-5 and C-2 

IT Corporation (IT) was retained by EG&G Rocky Flats, Inc to perform the treatment 

system evaluaaon at the Rocky Flats Plant (RFP) This is the third and final report 

submitted by IT dunng the course of this work The first report was submitted in July, 

1990 That report provided details on the design basis to be used to compare alternatives 
and an overview of the types of treatment technologies that were to be evaluated The 

second report was submtted in August, 1990 and provided process flow diagrams for the 

treatment alternaaves showing how treatment technologes are integrated in the alternatives 

This final report provides an evaluaaon of the alternaaves, recommendanons of the 

alternauves that are best able to meet the design cntena for the least cost, and 

recommendaaons on pilot tesang that should be conducted to confirm the treatment 

efficiencies presented in this report This report includes al l  alternatives defined in the 

second report along with two new alternatives added after the subrmssion of the second 

report 

1 1 SUMMARY OF RECOMMENDATIONS FOR ALTERNATIVES TO BE USED 
A total of twelve alternaaves were evaluated with regard to performance, costs and waste 

generation. Of these twelve, suc ualize ultrafiltraaon (UF) as a final polishing step for the 

removal of uranium The sw. UF alternatives were evaluated d u n g  the preparauon or 'his 

report and were found to be identlcal to the alternatives using ion exchange, except for 'he 
final unit operaaon In order to simplify the overall evaluation, a separate companson w as 
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made between UF and ion exchange Dunng this cornpanson, ion exchange was selected 
over UF for the following reasons 

UF generates a bnne stream consisting of up to 20% of the stream being treated 
The bnne would requlre further treatment or lsposal 

There is a lack of exisung facilines utilizing UF for the removal of  uranium from 
an aqueous stream UF has not been proven to be an effective treatment method 
on the scale requved for the pond water treatment 

There are high capital and O&M costs associated with UF (relahve to ion 
exchange - a standard uranium removal technology) 

The remiuning six alternatives condmon the pond water by provilng solids removal via 

technologies such as settling/clanficanon, dissolved av  flotauon and filtrauon. 

Condinoning is followed by carbon adsorption for removal of organic contarmnants and ion 

exchange for uranium removal These remaining alternatives have no outstandmg 
individual charactenstics in the areas of performance, cost or waste generauon to warrant 

selecuon or elimination at this stage All of the alternauves should meet the discharge 

standards for the radionuclides of concern as well as the organic chemicals of concern A 

list of  the remaining six alternanves each with a bnef descnption and the ongmal 

alternanve number follows. 

Alternauve 1 

Alternauve 2 

Alternanve 5 

Alternaave 7 

Alternative 8 

Condiaoning by a parallel plate separator followed wth polishing with 
sand filtraaon, carbon adsorpuon and ion exchange 

Condiuoning idenacal to Alternative 1 Polishing with cartndge filtration, 
carbon adsorption and ion exchange 

Condiaonmg by sand filtrauon with the backwash of the sand filter being 
treated by a sludge thickener and filter press Polishing achieved with 
cartndge filtration, carbon adsorption and ion exchange 

Condmoning by dissolved an flotation followed with polishmg by sand 
filtration, carbon adsorption and ion exchange 

Conluoning idenncal to Alternative 7 Polishmg with cartndge filtration, 
carbon adsorption and ion exchange 
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Alternauve 11 Condiuoning by sand filtration with the baekwash of tho sand filter being 
treated by a dissolved an flotauon unit and filter press Polishing 
achieved with c m d g e  filtrauon, carbon adsorption, and ion exchange 

(Note 
further evaluahons) 

Alternatives 3, 4, 6, 9, 10 and 12 utilized UF and are not to be considered in 

Evaluating the remaining alternatives to select a preferred alternative is heavily dependent 
on further bench- and pilot-scale testing A summary of suggested tests is presented in 
Section 1 2  

1 2 SUMMARY OF RECOMMENDATIONS FOR BENCH AND PILOT TESTING 
Further bench-scale tests supplemented with pilot-scale tests are necessary to make a 

justifiable selecuon of a treatment alternauve All of the recommended bench- and pilot- 

scale tests deal with the conditioning (suspended solids removal) of the pond water 

Condiuoning is a cntical element of the overall treatment system since the removal of the 

small quanunes of radionuclides associated with paruculates (plutonium and amencium) 
requlres the removal of a large amount of suspended solids 

Bench tests are needed to deterrmne the behavior of the suspended solids in the pond water 

after the addmon of a coagulant and flocculant Prior bench tests (in the form of jar tests) 
have shown that the addmon of coagulant at 60 ppm followed by the addmon of a 
flocculant at 1 ppm allowed a large but light floc to form. Settling of the floc &d not 

occur until clay was added. Further jar tests are needed to quantify the addmon of clay 

requlred to achieve settling of the flocculated suspended solids 

Pxlot-scale tests should be conducted to evaluate the performance of the following 

technologies 

SolidlLiquid separation by a parallel plate ("Lamella" type) separator 

SolicULiquid separation by dissolved alr flotauon 
SolicULiquid separation by sand filtration (including backwash requmments) 
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These technologies are opuons for the pnmary solid/liquid separauon unit operation needed 
in each alternaave The pdot tests should be performed while simulating the condmons 

as represented rn the process flow diagrams incorporating the above technologies 

Discussions with vendors capable of providmg pilot-scale equipment incixate a concern on 

thev part over liabiliaes associated with contammanon of rented equipment The most 

common concern is that rented equipment may reman on site for up to a year Thus, thev 
equipment would be unavculable to other potenaal clients For this reason, purchasing of 

pilot scale equipment must be considered 

Details on bench- and pilot-scale recommendations are included in Secuon 5 0 of this 

report 
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-2.0 TREATMENT SYSTEM DESIGN BASIS 

A treatment system design basis was established in the first phase of the evaluation of the 
treatment systems for Ponds A-4, B-5 and C-2 This was done in order to provide a basis 
on which to compare treatment alternatives The design basis provides contaminant 
removal to the established discharge cntena assuming the worst case scenano for influent 

charactenstics Analyses conducted on samples of water drawn from Ponds A-4, B-5 and 
C-2 demonstrate that the water generally meets the dscharge cntena established by CDH 
The design basis is therefore established to provide treatment dunng occasional excursions 

from the discharge cntena 

Due to the locations and treatment needs of Ponds A-4, B-5 and C-2, two separate 

treatment systems will be installed One system, designed to meet the discharge 
requuements of Ponds A-4 and B-5, shall be sired at 1,500 gallons per mnute in order to 

meet the specified treatment range of 1,000 to 1,500 gallons per mnute The other system 
will be designed to meet the discharge requuements of Pond C-2 at 750 gallons per mmute 
Under normal operaaons, C-2 water will be recycled If discharge is necessary, the C-2 
discharge will be diverted from the Woman Creek Drainage to the Walnut Creek Drnnage 

This secnon establishes the design basis for each treatment system, however, costs, 
matenal balances and PFDs were only obtuncd for the 1500 gpm system Both systems 
will have simlar removal requuements for contaminants that mght be present Therefore, 

the companson of alternawes for the treatment of water for Pond C-2 is adequately 
addressed in the companson of alternatives for treatment of water from Ponds A-4 and B-5 

2 1 CHARACTERISTICS OF WATER TO BE TREATED (Ponds A-4, B-5, C-2) 

The design basis used for exisang ra&onuclide concentrations in each of the ponds are as 
listed in Table 2 1 These figures represent the maximum concentrations measured in each 

pond for the rabonuchdes of concern The maximum concentrauon is used to provide a 

conservative design basis The figures for gross alpha and gross beta contamnation are 
denved from samples collected from Apnl 1 1, 1990 to June 4, 1990 Those for plutonium, 
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- TABLE 2.1 

EXISTING RADIONUCLIDE CONCENTRATIONS 

CONCENTRATION (pCdl) 
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Amencium and Uranium are the maximum concentrations recorded for-the penod 1988 

through 1990 

The concentranons measured for gross alpha radtation are inconsistent with those measured 

for uranium Uranium is almost exclusively an alpha emtter, so the gross alpha 

concentration should be equal to or greater than the uranium concentrauon To account for 

this discrepancy, the gross alpha concentrauon was assumed to be equal to the uranium 

concentration of  11 2 pCl/liter 

Table 2 2 lists the regulated organic compounds that have an established discharge 

standard Except for Atrazrne and Simazine, organic chemical concentrauons in samples 

taken from al l  of the ponds are at or less than minimum detecnon l i n t s  (MDL) for those 

chemicals listed in Table 2 2 Current data, based on samples taken from Ponds A-4, B-5 
and C-2 on January 16 and 17, 1990, show concentrations for Atrazine and Simazine at 

levels greater than MDL The maximum concentrations detected for these two compounds 

are 11 ppb and 1 9 ppb, respectively 

Table 2 3 summarizes the maximum measured concentraaons for total suspended solids 

(TSS) and biochemical oxygen demand (BOD) as well as mnimum and maximum values 

of pH for each of the ponds 

2 2 REOUIRED OUTLET CONCENTRATIONS 

The pnmary purpose of each of the treatment systems is to mmntun radionuclides and 

organic chermcals at or below hscharge standards The radionuclides of concern and thelr 

discharge standards are listed in Table 2 4 The dtscharge standards listed are those 

associated with the Walnut Creek Drainage, thus, standards for this dramage are applicable 

to all three ponds Discharge standards for organic chemcals are assumed to be the 

minimum detecuon limits listed in Table 2 2 The state has also imposed standards that 

are below the MDL’s for many o f  the compounds On the duection of Steve Petas of 

EGBrG, the MDLs will be used as drscharge standards, use of lower standards would not 

allow meaningful evaluation of the treatment systems 
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- TABLE 2.2 

ORGANIC CHEMICAL STANDARDS/MINIMUM DETECTION LIMITS 

CHEMICAL 

Acrylonitrile 
Aldnn 
Atrazine (1) 
Benzidine 
Chlordane 
Chloroform 
Chlorocthyl Ether (BIS) 
DDT 
Dichlorobenzidm 
Dieldnn 
Dioxin (2, 3, 7, 8 - TCDD) 
Halome thanes 
Heptachlor 
Hexachloroethane 
Hexachloro benze ne 
Hexac hloro butachene 
Hexac hlorocy clohe xane, Alp ha 
Hexachlorocyclohexane, Beta 
Hexachlorocyclohexane, Gamma (Lindane) 
Hexachlorocyclohexane, Technical 
Nitroso&butylarmne N 
Nitrosocfiethylarmne N 
Nitrosotbmethylamine N 
Nitrosotbphenylamine N 
Nitrosopyrrolidine N 
PCBs 
Polynuclear Aromatic Hydrocarbons 
Simazine (2) 
Tetrachlorethane 1,1,2,2 
Tetrachloroethylene 
Tnc hloroethane 1.1.2 
Tnchlorophenol 2,4,6 

EFFLUENT 
MDL/STANDARD (u@) 

10 
0 01 
0 5  
10 

0 05 
0 5  

6 
0 06 

10 
0 01 
0 01 
0 5  

0 01 
0 1  
0 1  
0 1  

0 01 
0 01 
0 01 

0 1  
0 5  
0 5  

0 15 
0 8  
10 

0 1  
0 1  
0 5  
0 5  
0 5  
0 5  
0 5  

(1) Existing concentrations are 11 ppb, 2 3 ppb and 0 7 ppb for Ponds A-4, B-5 and C-2, 
re spectlve ly 

(2) Existing concentrations arc 1 9 ppb, 1 2 ppb and nondetectable for Ponds A-4, B-5 and 
C-2, respectwely 
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- TABLE 2.3 

EXISTING POND CONDITIONS-BIOCHEMICAL OXYGEN DEMAND, 
TOTAL SUSPENDED SOLIDS AND pH 

N/A = no measurement taken for these ponds BOD expected to be less than Pond B-5 
since Ponds A-4 and C-2 do not receive sewage treatment plant discharge 
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TABLE 2.4 

RADIONUCLIDE EFFLUENT STANDARDS 

RADIONUCLIDE 

Plutonium 

Amencium 

STANDARD (pCd1) 

0 05 

0 05 

I 500 II 

Alpha 

Beta 

GROSS ALPHA AND BETA 

11 

19 
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The &scharge standards and maximum influent cntena provided in  this design basis do not 

provide an accurate reflecuon of the requirements for the removal of  non-soluble 
radionuclides Based on Tables 2 1 and 2 4, it could be concluded that the treatment 

system should provide a removal of 52% of  the plutonium and 28% of  the amenciurn on 

a bulk basis This is msleading since any plutonium or amenciurn present in the water 

would be in the form of discrete particles The established dscharge cntena requires that 

conccntraaons be held to below 0 05 pCi/liter A single particle of plutonium dioxide that 

is 0 45 mcrons in diameter in one liter of  water would have an activity of 0 24 pCditer, 
which is above the lscharge cntena for a one liter sample Therefore, if one particle of 

plutonium &oxide were present in a one liter sample taken for analysis, the measured 

concentrauon of plutonium could exceed the discharge cntena even though the overall 
concentrauon was below the cntena In order to minimze this possibility, the design basis 

is established to provlde the maximum achievable removal of plutonium and amenciurn 

The concern over the paniculate nature of plutonium and amenciurn is based on literature 

data and past projects performed by IT In Ponds A-4, B-5 and C-2, plutonium and 

amenciurn are assumed to be associated with particulate matter (including colloidal 
paruculates) Particulate removal IS therefore cntical in order to achieve the discharge 

standards for these ra&onuclides The standard for total suspended solids (TSS) removal 
is therefore established to be the maximum achievable by proven technologm It is 

expected that the matenal generated dunng the removal of paraculates will consist mostly 

of algae which, for handling and lsposal  purposes, shall be considered low-level waste due 

to the possible presence of ralonuclides 

2 3 RESIDUE DISPOSITION 

It is assumed that any waste generated as a result of pond treatment must be handled JS 

low-level waste Excepaons to this assumption (either more strmgent or less stnngent) 

cannot be determined at this ame. The matenal balances show that in treating the pond 

water with the concentraaons of radionuclides as noted in the design basis,  the 

concentraaon of plutonium and amencium in waste sludges produced is less t h a n  1CO 

nCdg This meets the requlrement of 10 CFR 61 that transuranics in low-level wasfe total 
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less than 100 nCi/g Low-level waste can be accepted at the Nevada Test h e ,  Hanford 
and several licensed pnvate facilihes Waste sludges generated will also be wthin the LOW 

Specific Acavity (LSA) limts per 10 CFR 71 - Packagmg and Transpomng Radioactive 

Matenal All residue disposal costs were developed assumng that wastes generated go to 

Nevada and are packaged 111 Type A containers 

2 4 OTHER CONSIDERATIONS 
The treatment systems designed are to be considered permanent "all-weather'' facilines 

These shall replace the exisnng systems currently being rented Year round operation will 

requve enclosures and heahng systems capable of prevennng freezing of equipment in 

winter Utilities requued for operation of any treatment, heating and rmscellaneous support 
equipment shall be supplied at the pond locations by the Rocky Flats Plant It is assumed 

that power lines can be run from Indiana Avenue to supply electncrty 
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3.0 SELECTION AND COMPARISON O F  ALTERNATIVES 

3 1 SELECTION OF ALTERNATIVES 

The treatment technologies that were invesugated can be bvided into three groups 
(1) water condiuoning technologm for removal of TSS, (2) organic removal technologics 
for removal of atrazine and simazine, and (3) dissolved radionuclide removal technologies 

-- specifically, dissolved uranium Table 3 1 gives a list of all technologies considered in 

the evaluanon 

Technologies associated with particulate removal include flocculauon/coagulauon, sludge 

dewatenng and effluent polishing These are proven and accepted water treatment 

technologies The necessary equipment is readrly available to handle the treatment capacity 

desired Pilot testing and the refining of avmlable data are required to demonstrate that the 

effluent concentrations can be achieved and to detemne the best combination of 

technologies/equipment for particulate removal 

The only radronuclide expected to be present in significant soluble quantiues is uranium 

All of the listed technologies for hssolved rahonuclide removal have been shown to be 

effecuve at removing uranium, therefore, this unit operaaon is selected based on a 

companson of the technologies with regard to cost, performance, residue generation, 

availability, and history of use 

Technologies associated with organic and dissolved matenal removal include reverse 

osmosis, ultrafiitranon, and carbon adsorption 

Reverse osmosis (RO) and ultrafiltration (UF) rely on membranes that allow passage of 
water and the removal of contaminants RO has the capability of isolaung water from salts 

and other molecules UF only isolates water from small pamcles and large molecules 

Both RO and UF produce 2 streams - one with a decreased concentration of dssolved 

matenals, the other with an increased concentration of drssolved matenals 
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- TABLE 3.1 

LIST OF TECHNOLOGIES CONSIDERED IN THE EVALUATION 

( 1 )  Water Conditioning Technologies 
FlocculationKoagulaaon 
- Alum - Ferric Sulfate 
- Clay (montmonllonite) 
- Parallel Plate Separator 

Sludge Dewatenng 
- Belt Filter 
- Drum Filter 
- Filter Press 

Clanfier Effluent Polishing - Cartridge Filters 
- Bag Filters - Sand Filters 

(2) Organic Removal Technologies 

Reverse Osmosis 
Ultrafiltraaon 
Carbon Adsorption 

(3) Dissolved Radronuchde Removal Technologes 

IonExchange 
- Ionac A641 

- Zeolites 
- D O W C X ~ ~ R  

Dissolved Matenal Removal 

- Reverse Osmosis - Ultrafiltratlon - Carbon Adsorption 
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Carbon adsorption-(CA) has been shown to be effective at removing organic chemtcals 

dissolved in water CA would ldcely be necessary as a prelimnary treatment to RO andor 

UF in order to prevent organic chemicals from comng in contact with the ROWF 

membranes 

Ion exchange (IX) was kept separate from dssolved matenal removal technologies in 
Table 3 1 to emphasize that IX is being evaluated as a removal method specific for 
radionuclides IT has had success in identifying ion-specific ion exchange media for past 

water treatment applicauons 

The technologies listed in Table 3 1 were used to assemble treatment alternatives that each 
address the three groups of treatment technologies Based on a prelimnary evaluation of 

the effectiveness of each technology and engineenng judgment, IT and EG&G personnel 

selected ten (10) alternauves to be investigated Upon further review of the selected 

alternaaves and receipt of prelimnary jar test results, IT added two alternatives 
(Alternaaves 11 and 12) All of the alternatives evaluated in this report are listed in 

Table 3 2 

Key considerations in assembling the alternatives included 

Ability to remove suspended solids 

Abihty to remove uranium in dusolved form 

Ability to minirmze waste generation 

Ability to remove organic contarmnants 

In keeping with the assumpaon that plutonium and amencium are pnmanly associated with 

suspended solids, water conditioning was e xamned and combinations of effecuve solids 

removal technologies assembled The pnmary solids removal technologes evaluated were 

settling with a parallel plate separator ("Lamella ' type clarifier), flotation with a bssolved 
au flotaaon (DAF) unit, and filtration with a sand filter having backwash capability that 
does not interrupt the overall flow of water being filtered 
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Alternative 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

TABLE 3.2 

ALTERNATIVES INCLUDED IN EVALUATION 
- 

DescnDtion Parallel Plate Seoarator 

Conditiomng with "Lamella" type clanfier followed with polishing by sand filtration, 
carbon adsorption and ion exchange PFDs 304919-B1A and 304919-BlB 

Same as Altemauve 1 except cartndge filtrauon substitutes for sand filtration PFDs 
304919-B2A and 304919-B2B 

Same as Alternauve 1 except ultrafiltration substitutes for ion exchange No PFDs 
included in th~s report 

Same as Altemauve 1 except cartndge filtration subsututes for sand filtration and 
ultrafiltrauon subsututes for ion exchange No PFDs included in this report 

Conditiomng by sand filtrauon with backwash of sand filter being handled by a 
sludge thickener and filter press Polishing is acheved with cartndge filtration, 
carbon adsorpuon and ion exchange PFDs 304919-B5A and 304919-B5B 

Same as Altemauve 5 except ultrafiltrauon subsututes for ion exchange No PFDs 
included in thls report 

Conditiomng with dissolved air flotauon followed with polishng by sand filtrauon, 
carbon adsorpuon and ion exchange PFDs 304919-B7A and 304919-B7B 

Same as Altemauve 7 except cartndge filtraaon subsututes for sand filtration PFDs 
304919-B8A and 304919-B8B 

Same as Alternauve 7 except ultrafiltration subsututes for ion exchange ho PFDs 
included m this report 

Same as Altemauve 7 except cartndge filtrauon substitutes for sand filtration and 
ultrafiltrauon subsututes for ion exchange No PFDs included m this report 

Condiuorung by sand filtrauon with the backwash of the sand filter being handled 
by a dissolved ar flotauon u t  and filter press Polishmg is acheved with csnndge 
Ntrauon, carbon adsorpuon and ion exchange PFDs 304919-BllA and 304919- 
BllB 

Same as Altemauve 11 except ultrafiltration substitutes for ion exchange C o PFDs 
included in th~s report 
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Further jar tests on-pond water are needed to determine the "settleability" of the TSS 

Once this parameter is evaluated, a choice can be made between the settling and flotation 

technologies. Ideally, pilot-scale tests should be performed using a parallel plate separator, 

DAF unit and sand filter in order to evaluate solids removal performance 

The secondary solids removal technologies evaluated were filtrauon by sand and a 

combination of bag and cartndge filters These filtrauon technologies were incorporated 

to ensure that suspended solids removal is achieved 

Following solids removal, technologies for removal of dmolved organic contaminants and 
dissolved uranium were incorporated into the alternatives As menuoned previously in thls 
section, technologies evaluated were carbon adsorpuon, ultrafiltration, reverse osmosis and 

ion exchange Reverse osmosis was elimnated early in the evaluauon of technologm due 
to its generation of a bnne stream high in dmolved solids and uranium The bnne stream 

would be in the range of 25-308 of the total volume of water being treated The 
remaining technologies were assembled utilizing carbon adsorption for removal of organic 
contammants (atrazine and simazine) and either ion exchange or ultrafiltration for uranium 
removal Carbon adsorpuon was chosen for organics removal based on its history of 

effecuvely removing organic contaminants from aqueous streams 

The considerauon of rmnirmzaaon of waste was evaluated in assembllng the alternatives 

by attempung to arrange the technologies such that the wastes of concern are concentrated 

3 2 COMPARISON OF ALTERNATIVES 

The alternauves were compared based on performance at achieving dmharge standards, 
costs and waste generaaon 

Performance evaluahons are based on theoretical esamates of technology performance 
calculated in matenal balances prepared for each alternative Those alternatives that 

included ultrafiltration as a final polishing step (Alternatives 3, 4, 6, 9, 10, 12) were 

screened out pnor to the preparaaon of matenal balances for reasons noted in Secnon 1 1 
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of this report Thematenal balances for ultrafiltraaon alternauves would be identical to 
those performed up to the point where UF is used in place of ion exchange 

The matenal balances were performed with certam key assumptions regardmg the 

performance of vanous proposed technologies These assumptions include 
- 

1) Suspended solids removal efficiencies 

"Lamella" type clanfier - 90% 
Dissolved A u  Flotation - 95% 
Sludge Thickener - 99% 
Sand Filter - 995% 
Filter Press - 100% 

2) Uranium Removal Efficiencies 

Ion Exchange (DOWEX 21K) - 99 9% 
Ultrafiltration - 99% 

3) Altrazine and Simazine Removal by Carbon Adsorphon 

Altrazine 
5 imazine 

- (removed to standard of 0 5 ppb) 
- (removed to standard of 0 5 ppb) 

The efficiencies for suspended solids removal represent typical performance CShmateS from 
vendors familiar with the specific pieces of equipment Thev eshmates are based on a 
1500 gpm throughput with suspended solids being approximately 200 ppm after the 
addition of coagulant and/or flocculent For alternahves in whch two of the listed 
solid/liquid separators are used in senes, the overall efficiency was conservatively 

esumated as being that of the more efficient separator when applied to the inlet (200 ppm) 

stream Pilot tesung is necessary to detemne the actual efficiency of two solid/liquid 
separators in senes 

An order of magnitude cost eshmate was assembled for each alternahve based on dlrect 

capital costs, indvect capital costs and O&M costs O&M costs are on a per year basis and 

include 15% of drrect capital costs for general maintenance and uulities O&M costs were 

not generated for teh alternatives unlizing ultrafiltration Wastes are assumed to be all 

RFPamc r 18 11 to1 I90 



solids generated a s a  result o f  treatment and are considered low level waste for disposal 
at the Nevada Test Site 

Waste generation esnmates incorporate volumes of waste sludge (in the form of filter cake 

from filter press), filter media that require penodx changeout, carbon from adsorption units 

and ion exchange resin The waste generatlon figures do not include adjustments for 

solidification Typically waste soh&fication by cementation adds approximately 50% to 
*he total volume of waste 

Tables 3 3, 3 4, and 3 5 summarize data for each alternanve with regards to performance, 

costs and waste generaaon, respecavely The removal efficiencies presented in Table 3 3 

are based on inlet concentrations as listed below 

Radionuclides 

Plutonium 
Amencium 
Uranium 

Gross Alpha and Beta 

Alpha 
Beta 

Oraanics 

Atrazme 
Simazme 

Inlet Concentration 

103 pCdl 
070 pCdl 
11  2 pcl/l 

11 2 pcdl 
11 0 pcdl 

As shown in Table 3 3, all of the treatment alternaavcs meet the discharge standards (see 

Table 2 4) for the ra&onuclides and organics of concern 

Table 3 4 provldes a summary of the estimated capital and operaang costs for the 

alternatlves Backup for the costs is provided in Attachment 4 

Table 3 5 gives volumes of water for individual sources within the alternatives 

numbers for total volume were used in detemning disposal and transportaaon costs 

The 
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TABLE 3 3 

PERFORMANCE CHARACTERISTICS 
- 

Americium 
Uranium 

Gross Aloha 

i Alternative I Aadionuclide/Organic Contaminant I Discharge Concentration I Percent Reduced from inlet 

1 8 E 4 pCVI 99 7 
0 011 pcvl 99 9 
0 01 1 DCVI 99 9 

I I I li 1 I Plutonium I 2 6 E 4 DCVl v 99 7 

2 

5 
I 

Gross Beta 0 028 pcvl 99 7 
Atrazine 05PPb  95 4 
Simazine 05PPb  73 7 

Ameriaum S S E 5 pCVI 99 9 
Uranium 0011 pcvl 99 9 

Gross Alpha 0 011 pclll 99 9 
Gross Beta 8SE3pCll l  999  

Atrazine 0 5 PPb 95 4 
Simazine 0 5 PPb 73 7 

I Americium I 1 1  E5pCVI I 99 9 

7 99 9 Plutonium 78E5pCVl 

I 

7 99 9 Plutonium 16ESpCJ l  

Uranium 
Gross Alpha 
Gross Beta 

0011 E5pCul 99 9 
0011 E5pCul 99 9 
17E3DCVl 99 9 

7 
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Alrazine 05PPb  95 4 
\ 73 7 Simazine 0 5 PPb 

Plutonium 2 2 E 4 p C V I  1 99 8 
Ameriuum 15E4pCVl  99 0 
Uranium 0011 E4pClll 99 9 

Gross Alpha 0011 E4pClll 99 9 
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- TABLE 3 5  

2 

SUMMARY OF WASTE GENERATION - FT’/YR 
(pnor to solidification) 

Solids (Sludge) 7,730 
Filter Bags 76 

Carbon 899 12,800 
Ix Resin 400 

II Alternative I Waste Type I Volume of Specdic Media I Total Volume 11 

Solids (Sludge) 
Filter Bags 

II 1 I Carbon I 899 I 9,100 II 

7,730 
2,373 

II II I I 

5 

7 

II I Ix Resin I 400 I II 

Cartridge Filters 1,397 
Carbon 899 10,200 
Ix Resin 400 

Solids (Sludge) 8,580 
Filter Bags 5 

Cartridge Filters 283 
Carbon 899 9,700 

Ix Resin 400 

8 

~ 

Solids (Sludge j 8,300 
Filter Bags 64 

Carbon 899 11,500 
Ix Resin 400 

II 1 II 

II I 

Solids (Sludge) 8,300 
Filter Bags 1,188 
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4.0 MATERIAL BALANCE CALCULATIONS 

The material balance calculauons provide the basis for comparison of the effectiveness of 
the alternatives in meeang the design basis requirements for removal They also provide 
esamates for residue generation rates Attachment 1 provides copies of the rnatenal 
balance calculations The process flow &agrams (PFDs) are included in Attachment 2 for 

Alternauves 1 ,  2, 5, 7 ,  8, and 11 The PFDs provide the results of  the matenal balance 
calculations This secnon provides a summary of the methods used to calculate rnatenal 
balances 

The matenal balances presented in this report were based primanly on vendor 
conversauons Vendors were contacted to obtain data on the treatment efficiencies, residue 
generation, operating requirements and costs for equipment that might be used as a part of 
an evaluated alternauve Table 4 1 provides a list of all vendors contacted and the 
equipment they provide Some of these vendors represent equipment which will be 
recommended for pilot testing Further discussion of such tesung is included in 

Section 5 C 

Data on treatment systems were also obtamed from literature sources, IT in-house data, and 

data provided by EGBrG, Rocky Flats Table 4 2 provides a list of literature sources used 
d u n g  this project 

The matenal balances provide the mass flow of  key parameters and contammants of 
concern throughout the technolopes included in the individual treatment alternatrves. This 
provides a convenient resource which shows the function and efficiency of each major 
piece of equipment shown in each alternative Parameters tracked in the matenal balance 

include the plutonium, amencium and uranium, gross alpha and beta, the herbicides 
atrazine and simazine; and the bulk parameters mass flow of water, mass flow of solids, 
temperature, density, pH and total dissolved solids (TDS) 
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- TABLE 4 1 

VENDOR CONTACT LIST 

Vendor Contact Company Equipment 

Doug Lindsey (D H Lindsey Co ) 
Tom Montn (Msco Rocky Mm) 
Byron Bergman (Centennial Eqrupment) ERCLancy 
*Hoke Scott (Eimco Equipment Co ) 
Gordon Blackwell (Canyon Systems, Inc 

Infilco Degremont, Inc Clanfiersflhickeners 
Parkson Corporauon 

Eimco Equipment Co 
DAVCO Systems 

Bob Hughart (Applicauons Corporauon) 
Doug Lindsey (D H Lindsey Co ) 
Gordon Blackwell (Canyon Systems, Inc ) 

Hollie Scott (Eimco Equipment Co ) 
Clark Tuck (Falcon Supply Co ) 
Dean S Lewrs (Culligan Inc ) 
Gordon Blackwell (Canyon Systems. Inc ) 

Byron Bergman (Centennial Eqmpment) 
Dean S Lewls (Culhgan Inc ) 
Gordon Blackwell (Canyon Systems, Inc ) 

Komline Sanderson Co 
Infllco Degremont, Inc 
DAVCO Systems 

Eimco Equipment Co 
Smith & Loveless, Inc 
Culligan, Inc 
DAVCO Systems 

IWT Himsley Co 
Culligan Inc 
Western Filter Corp 

D A F  Units 

~~~ ~~~ ~ 

Filters (Sand, Cartndge) 

Ion Exchange, RO, UF 

Clark Tuck (Falcon Supply Co ) stranco 
Acnson. Inc 

Plas Tank, Inc Chns Beck (D W Daigler) 

Chns Beck (D W Dsugler) 
Bob Hughart (Applicauons Corporauon) 
Clark Tuck (Falcon Supply Co ) 

Frank Haggerty (Eagle Pump & Equipment) 
Herbert Welch (Cnsafulli) 

Lighun 
Appcor 
Smith & Loveless, Inc 
Philadelphia 

Goulds Pumps, Inc 
Cnsafulh Pump Co 

Chns Beck (D W Daigler) 
Bob Hughart (Apphcauons Corporauon) 
*Holhe Scott (Eimco Equipment Co ) 
Gordon Blackwell (Canyon Systems, Inc ) 

Shnver 
Komline Sanderson Co 
Eimco Equipment Co 
DAVCO Systems 

Polymer Feed System 

Tanks 

Mlxers 

Pumps (Cenmfugal, Low- 
Shear) 

Filter Presses 

* Vendors not found in the Denver area 
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TABLE 4 2  

LITERATURE SOURCES USED IN THE MATERIAL BALAYCE CALCULATIOWS 

Lowry, J D , Lowry, S B , 1988, "Radionuclides in Dnnking Water," Journal of  
AWWA, June 1988, pp 50-64 

Thompson, M A ,  "Plutonium in the Aquatic Envuonment Around the Rocky 
Flats Facility," USAEC Contract Number AT (29-1) 1106, Document Number 
IAEA-SM-198138 

Illinois Water Treatment Company, 1986, "IWT-Himsely Connnuous Fluidized 
Beds and Continuous Moving Packed Beds," Making Waves in Liauid Processinq, 
Volume 3 Number 1 

Jelinek, R T , Sorg, T J , 1988, "Operating a Full-scale Ion Exchange System for 
Uranium Removal," Journal of AWWA, July 1988 

Palmer, C , Htmsley, A ,  et al , 1984, "Design and Operation of Conanuous Ion 
Exchange Process for Treating Uranium Mine Water," 45 th Internaaonal Water 
Conference, Pittsburg, Pennsylvania, October 1984 

Penrose, W R , Polzer, W L , et ai , 1990, "Mobility of Plutonium and Amencium 
tnrough a Shallow Aquifer in a Semiand Region," Environmental Science 
Technoloav, Volume 24  Number 2 

Murray, C N , Fukai, R , "Adsorpaon-Desorpnon Charactenstics of Plutonium 
and Americium with Sebment Particles in the Estuanne Environment Studies 
using Plutonium-237 and Amencium-24 1 ,I1 Intemanonal Laboratory of Manne 
Raboactivity 

Hanson, S W, Wilson, D B , et a1 , EPA 1987, "Removal of Uranium from 
Dnnlung Water by Ion Exchange and Chemcal Clanficanon," EPA/600/52- 
87/076, USEPA Cincinnan, 1987 

Lefeure, L J , 1986, "Ion Exchange Problems and Troubleshoonng," Chemical 
Enrnneennq, July 7, 1986 

Edzwald, J K , Mallcry, Jr , J P , EPA 1990, "Removal of Hurmc Substances and 
Algae by Dissolved A u  Flotation, ' EPA/600/52-89/032, USEPA Cincinnati, 
February 1990 

Sorg, T J , 1988, "Methods o f  Removing Uranium from Dnnhng Water," Journal 
of the AWWA, Volume 80, pp 105-1 1 1  

RFPamc r 25 I IIOI 90 



- TABLE 4.2 

LITERATURE SOURCES USED IN THE MATERIAL BALANCE CALCULATIOUS 
(conunued) 

Orlando, K A , Ptnrose, W R , et a1 , 1990, "Colloidal Behaviour of Actinides in 

an Oligotrophic Lake," Envvonmental Science Technology, Volume 24 
Number 5, pp 706-712 
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Major assumptions- used to perform the matenal balance calculations are as follows 

The treatment efficiency of two solids separation technologies used in senes was 
assumed to equal the single efficiency of the more efficient technology used 
alone This assumption was made since the overall efficiency should be between 
the single technology efficiency and the multiplicaave efficiency of the two 
systems When two systems are used in senes, a finite percentage of the matenal 
removed (in this case, suspended solids) is &fficult to capture by either system 
due to particle size, surface charactenstics or density These particles represent 
some fraction of what is observed to not be removed Another fractlon is not 
removed due to inefficiencies of each system in removal of solids such as short 
cmuiting, mixing, or the probalistic nature of many solids removal technologies 
Since the relative amounts of these two fractions is not defined, the overall 
removal of two technologes in senes cannot be accurately estimated Use of the 
efficiency of the more efficient of the two technologies represents a conservative 
assumption for overall removal 

The density of &lute solutions is assumed to be equal to the density of water 
unless otherwise specified 

Plutonium, amencium and gross beta are assumed to be associated with 
suspended solids and have a soluble concentration of zero 

Uranium, gross alpha, atrazine and simannc are assumed to be associated with 
the water only and have 100% solubility at the concentraaons present 
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5 0 RECOMMENDATIONS FOR PILOT TESTING 

As summanzed in Section 1 2, further bench-scale tests supplemented with pilot-scale tests 

are necessary to make a jusufiable selecuon of a treatment alternauve 

Bench tests in the form of jar tests were performed by Bob Holland of Ndco Chemical 

Company in late July, 1990 Mr Holland performed basic tests on Pond B-5 water to 

detemne an effective dose of coagulant and flocculent needed to form a floc of the 

suspended solids Based on available data, B-5 typically has the highest concentration of 

suspended solids of  Ponds A-4, B-5 and C-2 The jar tests showed that a dose of cationic 

coagulant at 60 ppm followed by a 0 5  - 1 0  ppm dose of anionic flocculent allowed a 
large, light floc to form Some of the floc floated unul clay was added, causing the floc 

to settle very rapidly To further clanfy the above bench tests, the following additional 

bench tests should be performed 

1) Jar tests on Pond A-4 and Pond C-2 water should be conducted investigating the 
same parameters as those investigated for Pond B-5 This would allow refining 
of cntical numbers regarding waste generation, costs, and performance since the 
treatment alternaaves incorporate designs to handle the worst case solids loading 
associated with Pond B-5 

2) Further evaluauon needs to be conducted on the ability to cause floc to settle by 
adding clay This evaluauon should establish the type and dose of clay requued 

Pilot-scale tests should be conducted to evaluate the performance of the following 

technologies 

SolidLiquid separation by a parallel plate ("Lamella" type) separator 
SolidLiquid separation by dissolved alr flotaaon 
SolicULiquid separation by sand filtration (includmg backwash requirements) 

Each of these technologies is included as an opuon for the pnmary solid/liquid separauon 

unit operation needed in each alternative All pilot tests must be performed while 

simulaang the conditions as represented in the process flow diagrams mcorporating the 

above technolopes 
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Each of the vendors capable of supplying pilot testing equipment expressed a concern over 

the liabilitm associated with contamnation of rented equipment The vendors are 

therefore malang the rental fee equal to the purchase pnce 

- 

Based on conversations with vendors, availability of equipment and general knowledge of 

the requvements for a treatment system, IT recommends coordinatmg pilot testing through 

DAVCO Systems which is represented locally by Mr Gordon Blackwell of Canyon 

Systems, Inc The following summarizes the pilot units DAVCO can provide 

1) Dissolved Au Flotation (DAF) - DAVCO can provide an 8-foot diameter unit 
rated at 100 gpm The system includes a rapid mix zone, mxer, flocculation 
zone, flocculator and dnve, flotation tank with scrapers and skimmers, recycle 
pressunzation shd with a x  compressor/motor, recycle pump/motor, ASME 
pressure tank, all pipingjvalves, pH controller with acid and caustic feed systems, 
polymer feed system and all controls Costs for delivery of such a unit to the 
site and set up for operation would be approximately $100,000 00 

2) Travelling Bndge Sand Filter - DAVCO can provide a fully operational unit rated 
at 100 gpm The complete system delivered to the site would be approximately 
$60,000 00 

3) Parallel Plate Separator - DAVCO can supply several sizes of parallel plate 
separators The units are complete with rapid-mix zone, rmxer, flocculation zone, 
flocculator, clanfitr with sample taps, pH controller and chemical feed pumps 
A 100 gpm umt delivered to the site and set up for operation would cost 
approximately $60,000 00 A 10 gpm unit would cost approximately $45,000 00 

Testing of both the DAF and parallel plate separators may be unnecessary depending on 
the results of the recommended bench tests If the amount of clay needed to cause the 

suspended solid to settle adds significantly to the sludge generated by treatment, then 

solidhquid separauon by settling should be abandoned and attention focused on flotation 
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